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SUMMARY 
An investigation has been conducted in the 9- by 12-inch blowdown 
tunnel of the Langley 19-foot pressure tunnel to determine the aerody-
namic characteristics of a sting-mounted Douglas Aircraft Company (DAC) 
store in the presence of, but not attached to, an unswept semispan canti-
levered wing of aspect ratio 4.0. The influence of the store on the 
aerodynamic characteristics of the wing was also obtained. The store was 
located at two lateral and three vertical positions (with and without 
pylon) beneath the wing, and tests were conducted at angles of attack 
from _30 to 120 and at Mach numbers between 0.75 and 1.96. Test Reynolds 
numbers were between 1.1 x 106 and 1.5 x 106. 
The presence of the store in the vicinity of the wing generally 
caused small changes in the slopes of the wing normal-force and bending-
moment coefficient through the Mach number range. A rearward shift in 
wing aerodynamic center occurred at Mach numbers between 0.75 and 1.20. 
The most critical store loading condition appeared to be due to 
store side forces, not only because of the magnitude at high angles of 
attack but also because the force vector was in the direction of least 
structural strength of the store support. At positive angles of attack, 
the store side forces were increased when the store was moved to a more 
outboard spanwise location. The presence of a supporting pylon had very 
powerful effects on store side-foree-coefficient values at moderate and 
high angles of attack throughout the Mach number range. The pylon 
increased values of store side-force coefficient variation with angle of 
attack, Cy , to approximately twice those for the pylon-off condition 
sa, 
with the store axis one-store diameter below the wing. 
Significant store side-force increments were indicated at supersonic 
Mach numbers when the store was affected by the interference field propa-
eated from the fuselage nose. 
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INTRODUCTION 
Continued use of external stores on high-speed aircraft has necessi-
tated extensive investigation of both the effects of the stores on the 
aircraft performance characteristics and the effects of wing and fuselage 
interference on external store loads. Area rule concepts have been shown 
to apply to the determination of the drag of aircraft-store configurations 
at transonic speeds and, to some extent, supersonic speeds (ref. 1). Addi-
tional information on the effects of store size, shape, and position on 
aircraft performance at supersonic speeds are reported in references 2 
and 3. Considerable information on external store loads is available at 
high subsonic speeds (refs. 4 and 5, for example); however, store loads 
information at transonic and supersonic speeds is rather limited (refs. 6 
and 7). There is considerable need for information on external store 
loads at transonic and supersonic speeds both from the standpoint of 
structural support design and as an aid to the estimation of jettisoning 
characteristics. In order to provide this information, the investigation 
conducted at supersonic speeds in the Langley 9- by 12-inch blowdown tun-
nel of the effects of stores on the aerodynamic characteristics of a 450 
sweptback wing, an unswept wing, and a 600 delta wing (refs. 2, 8, 9 , 
and 10) has been extended to include the measurements of both wing and 
store loads at transonic as well as supersonic speeds. The results of 
these tests for the 450 sweptback wing are presented in reference 7 and 
the present report presents both wing and store data for the unswept wing. 
Some of the store side-force data obtained in tests with the unswept wing 
of the present paper, the 450 wing of reference 7, and the unpublished 
600 delta wing are summarized in reference 11. 
The unswept wing had an aspect ratio of 4.0, a taper ratio of 0.6, 
and NACA 65A004 airfoil sections. The store had a Douglas Aircraft Com-
pany (DAC) shape and was sting mounted independently of the semispan 
wing-body combination; at no time was the store attached to or in contact 
with the wing. Forces (except drag) and moments on the store and on the 
wing-fuselage combination were measured Simultaneously through a range 
of wing and store angle of attack of -30 to 120. Tests were made in a 
transonic nozzle at Mach numbers from 0.75 to 1.20 and at Reynolds num-
bers between 1.2 X 106 and 1 . 5 x 106 . Tests were also made in the three 
supersonic nozzles at Mach numbers of 1.41, 1.62, and 1.96 and at 
Reynolds numbers between 1.1 X 106 and 1.3 x 106 . 
, 
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SYMBOLS AND COEFFICIENTS 
normal-force coefficient, Normal force qSw 
pitching-moment coefficient, Pitching moment about 0.25c 
q~c 
bending-moment coefficient, Bending moment 
b 
qSw2 
store normal-force coefficient, Store normal force 
qSs 
Cm store pitching-moment coefficient, s 
Store pitching moment about 0.42 
qSs2 
store side-force coefficient, Store side force 
qSs 
Cn store yawing-moment coefficient, s 
q 
c 
b 
Store yawing moment about 0.42 
qSs2 
free-stream dynamic pressure 
semispan wing area 
wing mean aerodynamic chord, 
local wing chord 
wing span (twice distance from root chord to wing tip) 
store maximum cross-sectional frontal area 
4 
a. 
z 
d 
x 
y 
R 
M 
F 
F* 
.6.~ , 
w 
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closed store length 
angle of attack of wing, deg 
angle of attack of store, deg 
minimum distance from wing lower surface to store longitudinal 
axis, positive down 
maximum store diameter 
chordwise distance from line perpendicular to c at quarter-
chord station to store 0.42 point 
spanwise distance from wing-root chord to store longitudinal 
axis 
denotes pylon required to reach store when store longitudinal 
axis is at z distance below wing 
free-stream velocity 
Reynolds number based on c 
Mach number 
original fuselage 
long-nose fuselage 
.6.CIDw, .6.CB increments in values of CN ' CIDw, and ~w due w w 
to presence of store 
~~~) (d~) ~dGs~ dCN dCIDw d~ increment in w and __ w_ due 
.6. -- , .6.\-- , .6.-- --, --, da. da. da. da. da. da. 
to presence of store 
d 
da. 
rate of change of coefficient with angle of attack 
Subscripts: 
w wing and fuselage 
s store 
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p pylon 
f fuselage 
MODELS 
The principal dimensions of the semispan-wing--body combinations 
a re shown in figure 1. As mentioned previouslYJ the unswept wing had an 
a spect rat io of 4 . 0, a taper ratio of 0.6, and NACA 65A004 airfoil sec-
t i ons parallel to the airstream. The wing was fabricated from heat 
t reated steel, .and the blunt, streamwise wing tip was not faired . 
The external store had a DAC shape and a fineness ratio of 8. 58 
based on t he closed length. The store was made of steel and cut off at 
80 percent of i ts closed store length to permit entry of an internal, 
electrical strain- gage balance. Store ordinates and sting-mounting 
arrangements are given in figure 2 and a photograph of a typical test 
condi tion i s shown in figure 3. The 0 . 42 position of the store coin-
cided with the longitudinal position of the wing 0.25c for all t e st s . 
The struts , or pylons, which were unswept, were made of brass and 
atta ched by pinning and sweating to the wing lower surface but not to 
t he exter nal store. The struts had NACA 65A010 airfoil sections and, 
f or ea ch configuration, the leading edge of the strut was located at 
t he leadi ng edge of the wing. The configurations tested and the r ela-
tive store positions are presented in figure 4. 
TUNNEL 
The t ests were made in the 9- by 12-inch blowdown tunnel , whi ch was 
suppl ied with compressed air at ~ atmospheres by the Langley 19-f oot 
pressure t unnel . The air was passed through a drying agent of s ilica 
gel and then through finned electrical heaters in the region between the 
19- foot t unnel and the blowdown-tunnel test section to insure condensation-
free flow at supersonic speeds in the test region. The criteria used f or 
the drying and heating necessary to reduce the air dewpoint below cr i tical 
values are given in reference 12. 
Three turbulance damping screens were installed in the settling 
chamber b et ween the heaters and the test region. Four interchangeable 
nozzle blocks provided test-section Mach numbers of 0.75 to 1 . 20, 1 . 41, 
1. 62 J and 1. 96 . 
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Supersonic Nozzles 
Extensive calibrations of the test-section flow characteristics of 
the three supersonic fixed nozzles are reported in reference 13. The 
calibration results indicated the following test-section flow conditions: 
Average Mach number 1.41 1.62 1.96 
Maximum deviation in Mach number ±0.02 ±0.01 ±0.02 
Maximum deviation in 
stream angle, deg ±0.25 ±0.20 ±0.20 
Average Reynolds number 1.3 x 106 1.2 x 106 1.1 x 106 
Transonic Nozzle 
A description of the transonic nozzle, which had a 7- by 10-inch 
rectangular test section, together with a discussion of the flow charac-
teristics obtained from limited calibration tests is presented in refer-
ence 14. Satisfactory flow conditions in the test section are indicated 
from the minimum Mach number (0.75) to M = 1.20. Maximum deviations from 
the average test-section Mach number are given in figure 5(a). Stream-
angle deviation probably did not exceed ±O.lo at any Mach number. The 
average transonic Reynolds numbers of the investigation are presented in 
figure 5(b) as a function of Mach number. 
TEST TECHNIQUE 
The semispan-wing--fuselage models were cantilevered from a five-
component strain-gage balance set flush with the tunnel floor. The bal-
ance and model rotated together as the angle of attack was changed. The 
aerodynamic forces and moments on the model were measured with respect 
to the balance axes. The fuselage was separated from the tunnel floor 
by a 0.25-inch aluminum shim in order to minimize the effects of the 
boundary layer on the flow over the fuselage surface. A description of 
the development of this shim is given in references 15 and 16. A clear-
ance gap of about 0.010 inch was maintained between the fuselage shim and 
the tunnel floor with no wind load. 
The external store was attached to the forward end of an internal 
four-component strain-gage balance. The downstream end of the balance 
sting was supported by a strut from the tunnel floor, and the store and 
sting pivoted about a point 12.25 inches (5.79c) downstream of the 
wing c/4. The store angle of attack and position in a direction normal 
to its own axis were controllable within limits during tests and per-
mitted an angle-of-attack range of about 60 per test run. The sting 
NACA RM L55L07 7 
support was repositioned between test runs and three runs were required 
to obtain data throughout the angle-of-attack range from _30 to 120. 
Two small electrical contacts on the side of the store nearest the 
wing permitted alinement of the store with the pylon and also gave an 
indication of fouling between the two. A minimum gap of about 0.02 inch 
was maintained at all times unless otherwise stated. 
Jet-boundary interference and reflection-plane effects at high sub-
sonic speeds cannot be theoretically evaluated at present for the tran-
sonic nozzle. The experimental evidence available (refs. 7 and 14), 
however, indicates that the wing plus interference (wing-fuselage minus 
fuselage) characteristics are reasonably reliable except in the Mach num-
ber range between 0.94 and 1.04. In this range, significant quantitative 
differences are found between pitching moments for a sweptback wing meas-
ured in the transonic nozzle and those measured in other facilities where 
the ratio of tunnel cross-sectional area to model wing area was consider-
ably larger. The store forces a~d moments in this speed range are 
believed to be relatively free from interference effects and the incre-
mental wing forces and moments due to the presence of the store are con-
sidered reliable. (See ref. 7.) Reflection of shock or expansion waves 
emanating from the model back onto the wing fuselage or store by the tun-
nel walls is known to occur at supersonic Mach numbers less thar. 1.2, 
although at Mach numbers of 1.05 or less the effects of reflected dis-
turbances are believed to be small . Data are not presented for the Mach 
number range between 1.05 and 1.2. At M = 1.2, the reflected fuselage 
bow wave is believed to pass downstream of the wing and store when the 
original fuselage was employed. When the extended nose fuselage was 
used, however, the reflected bow wave appreciably affected the store 
side-force and yawing-moment coefficients. 
Chord forces on the semispan-wing--fuselage combination in the pres-
ence of the external store were measured but not presented because they 
were in error by an unknown amount due to interference of the store bal-
ance supporting strut on fuselage base pressures. (See ref. 7.) For 
this reason, measured normal forces for this condition could not be 
rotated to the wind axis and presented as lift. 
ACCURACY OF MEASUREMENTS 
An estimate of the probable errors introduced in the present data 
by instrument reading errors and measuring equipment errors are presented 
in the following table: 
8 
~w 
Cm..r 
cBw 
CL, deg 
CN ) Cy s s 
Cms ) Cns 
CLS ' deg 
x 
y 
z 
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±O.Ol 
±O.002 
±O.002 
±O.05 
±O.Ol 
to.OOl 
±O.20 
±O.015C 
±O.Olb/2 
iO.03ds 
The measurement accuracy given above for the store angle of attack 
refers to the angle betweeen the store and the wing and does not include 
inaccuracies in measurement of the wing-fuselage angle of attack. The 
minimum gap and the alinement between store and wing in the pitch plane 
wa s fixed by setting the heights of the electrical contacts on the store 
with wind off. Alinement during tests was determined by simultaneously 
making or breaking of the two electrical contacts on the store. The ver-
tical position was then determined by means of a calibrated lead screw 
which moved the store normal to its longitudinal axis. Therefore) the 
st ore angle of attack and vertical position relative to the wing were 
e s sentially independent of deflection of the store supporting system or 
of the wing due to air loads. I n the lateral plane) the store-position 
measurement accuracy was determined principally by the deflection of the 
balance sting due to air loads on the store and sting. These deflections 
were determined from static load calibrations . The longitudinal location 
of the store was fixed before each run. The accuracy given above was 
essent ially the variation in x relative to the wing during each run due 
to different points of rotation of the wing and the store. 
Test s of the store alone were made both with electrical contacts 
raised and with the contacts faired smooth with the store surface. Diff-
er ences in the measured loads were well within the stated experimental 
a ccuracies . 
RESULTS AND DISCUSSION 
It shold be noted that for all store positions tested) a pylon was 
attached to the wing . In the case of the store located one-half store 
diameter (plus a very small gap) below the wing lower surface, the pylon 
was little more than a fairing between wing and store. Therefore) when 
the store was moved away from the wing, without changing the pylon) a 
condition existed that will be referred to as the "pylon off" condition. 
1 
2H 
I 
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An index of the figures presenting the results is as follows: 
Sketch indicating directions of forces and moments 
used herein . . . . . . . . . . . . 
Forces and moments on the fuselage alone: 
CNf , CIDr ' and Csf plotted against a 
Force and moment characteristics of wing-fuselage in 
presence of store : 
CN ,C ,and en plotted against a with store at -w mw Dw 
Several vertical positions for y = 0.47b/2 (pylon off) 
Two vertical positions for y = O.80b/2 (pylon on) . . 
Force and moment characteristics of 
presence of wing-fuselage: 
CN ' Cm ' Cy , and Cn plotted s s s s 
store alone and in 
against a for store at -
Several vertical positions 
Two vertical positions for 
(pylon on and pylon off) • 
for y = 0.47b/2" (pylon off) 
y 0.80b/2 
Incremental wing force, moment, and slope changes due to 
tbe~:::e~:f~::(~~1' ~e:~, ~(d~) plotted 
against M 
Force and moment characteristics of the store in the 
presence of the wing-fuselage: 
CN and Cm (a 00 , 60 ) plotted against M .. 
s s dCy den 
Cy and C (a = 00 , 6°); and ____ s and ____ s (a 
s ns da da 
plotted against M 
Cy plotted against z/ds (pylon off and pylon on) s 
Cy and C plotted against a and M(a = 00 ) with s ns 
original fuselage and long-nose fuselage (with 
and without wing) ............. . 
9 
Figure 
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7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
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Wing Loads 
The absolute values of the wing-fuselage force and moment coefficients 
have little if any application to conventional wing-fuselage configurations 
b ecause of the arbitrary shape of the test body which includes the boundary-
layer shim. The changes in wi ng-fuselage characteristics due to the pres-
ence of the store are believed to be reliable and are of primary interest . 
In general) the presence of the store caused small changes in the 
slope at a, = 00 of the wing normal - force and bending-moment coefficients 
(dCd'~) and (ddC~) . against angle of attack ~) ~] A rearward shift in wing aero-
dynamic center occurred at Mach numbers from 0.75 to 1.20 (fig. 12). 
Store Loads 
For the store in the presence of the wing, slope values of the store 
normal-force coefficient against angle of attack (d::SJ were, in general, 
negative or near zero at low positive angles of attack throughout the 
Mach number range tested (figs. 10 and 11). As a consequence) the store 
normal-force coefficients at the higher angles of attack were consider-
ably smaller than the store alone values . 
Probably the most significant results of the investigation are indi-
cated by the store s ide-force characteristics with the store in the pres-
ence of the wing. 
Effect of store spanwise location.- The effect of shifting store 
spanwise location is shown by data obtained at store positions adjacent 
to the wing (z/ds = 0.5). Figure 11 indicates that at station 
2y/b = 0 .80) large negative (outwardly directed) store side-force coeffi-
cients were encountered generally at positive angles of attack throughout 
the range of Mach numbers. These coefficients indicate large side forces 
at supersonic speeds and present serious problems since the force is in 
the direction of the least structural strength of the pylon. The store 
side force was not as pronounced at 2y/b = 0.47 even at angle of attack) 
and the values of Cy (measured at a, = 60 ) for the store adjacent to 
sa, 
the wing (fig. 14(a))) (z/ds = 0.5) were approximately one-half of those 
for the store adjacent to the wing at 2y/b = 0.80 throughout the Mach 
number range tested (figs. 14(a) and 14(b)). Reference 5 indicates that 
still larger side - force coefficient and Cy values than those obtained 
sa, 
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at 2y/b = 0.80 would be expected as the store is moved further outboard 
toward the wing tip at subsonic speeds. For the two spanwise store posi-
tions tested, these data indicate that, from the store-pylon-loads view-
point, the most favorable spanwise locations are inboard. However, the 
best spanwise locations of the store from consideration of wing-fuselage-
store minimum drag at supersonic speeds (ref. 9) is near the wing tip. 
Effect of store vertical location and su ort lon.- At all Mach 
numbers, moving the store vertically from z ds = 0.5 to z/ds = 1.0 
(pylon off) decreased both the Cy values and the side-force coeffi-
sa, 
cients at moderate and high angles of attack by about one-half at both 
spanwise stations 2y/b = 0.47 (figs 10 and 14(a)) and 2y/b = 0.80 
(figs 11 and 14(b)). The data at supersonic speeds indicate that further 
displacement of the store from the wing at 2y/b = 0.47 (pylon off) 
reduced the values of Cy only slightly more, but at transonic speeds 
sa, 
the data are limited to a, = 30 and are inconclusive. Movement of the 
store from z/ds = 0.5 to z/ds = 1.0 (with connecting pylon) at 
station 2y/b = 0.80 (the only station at which this was done) resulted 
in very little change in values of Cy (figs. 11 and 14(b)). These 
sa, 
effects are shown more clearly in figure 15 where side-force coefficients 
are plotted against vertical position with and without a pylon at 
M = 1.62. Included in the figure are data taken from reference 7 for the 
store in the presence of a 450 sweptback wing. These data demonstrate 
the powerful effects that the pylon can exert on the store side-force 
loads at moderate to large angles of attack. It appears that these very 
large effects on store side force result from restriction of the lateral 
flow between the store and the wing. These results are typical of those 
obtained at subsonic as well as supersonic Mach numbers. Furthermore, it 
is probable that very large side-force loads are carried on the pylon 
itself. The data indicate that very small gaps between the store and the 
wing (or pylon) can introduce substantial changes in measurements of side-
force loads when w"ing and store are mounted independently, as in a wind 
tunnel. 
In the presence of the 450 sweptback wing of reference 7, the store 
was skewed 50 inboard and the side-force curves were shifted, thereby 
relieving the side loads at high angles of attack although the large neg-
ative slopes were not changed. The store was not skewed in this investi-
gation; however, it would appear that similar results would be realized. 
Effect of relative fuselage nose-store nose position.- In an effort 
to determine the effect of the fuselage nose position relative to the 
store location, the fuselage forebody was extended forward 1/2 store 
length and limited data were obtained for the store position 2y/b = 0.80 
12 NACA RM L55LD7 
and zjds = 0.5 both in the presence of the wing-fuselage combination 
and in the presence of the fuselage alone. For the store in the presence 
of fuselage alone, the effects of fuselage nose position on store side-
force and yawing-moment coefficients were negligible below M = 1.0 (not 
shown) but were sizable above M = 1.0 (fig. l6(c)). The side-force-
coefficient values indicated for the store alone are due to model mis-
alinementj however, the incremental store side-force values due to the 
presence of either fuselage are considered reliable. The effect upon 
Cy was exaggerated by the presence of the wing at supersonic Mach num-S 
bers and extending the fuselage nose position resulted in a large reduc-
tion in store side-force change with Mach number above M = 1 . 2. At 
M = 1.2, the side- force coefficients were probably affected by reflec-
tion off the tunnel walls of the bow wave from the extended nose fuselage 
since the reflected shock passes behind the store only in the case of the 
original fuselage. At higher Mach numbers, disturbances from the fuselage 
fore body affect the store side forces directly. At ~1ach numbers greater 
than 1.4, the large negative side-force coefficients appear to result from 
the influence of the positive-pressure interference field propagated from 
the fuselage nose. The magnitude of the coefficients was reduced by more 
than 50 percent at ~ = 00 when the fuselage forebody was extended so 
that the bow wave passed well ahead of the store nose (note relative posi-
tion of Mach lines in fig. l6(c)) . The effect of fuselage nose position 
on store normal forces and pitching moments was small and unimportant and 
these data are not presented. 
CONCLUSIONS 
An investigation of the aerodynamic forces (except drag) and moments 
on both an unswept wing-fuselage combina~ion and an external DAC store in 
the presence of each other at Mach numbers between 0.75 and 1.96 indicates 
the following: 
1. The presence of the store in the vicinity of the wing generally 
caused small changes in wing normal-force- and bending-moment-coefficient 
slopes. A rearward shift in wing aerodynamic center occurred at Mach 
numbers from 0.75 to 1 . 20. 
2. The most critical store loading condition appeared to be due to 
store side forces, both because of its magnitude at high angles of attack 
and because its direction was in that of the least structural strength of 
the pylon. 
3. At positive angles of attack, the store side forces were increased 
when the store was moved to a more outboard spanwise location . 
--~--.. ---
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4. The presence of a supporting pylon had very powerful effects on 
store side-force-coefficient values at moderate and high angles of attack 
throughout the Mach number range . The pylon increased values of store 
side-force variation with angle of attack to approximately twice those 
for the pylon-off condition with the store axis one store diameter below 
the wing. 
5. Significant store side- force increments were indicated at super-
sonic Mach numbers when the store was affected by the interference field 
propagated from the fuselage nose . 
Langley Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 
Langley Field, Va . , Nov. 16, 1955. 
14 NACA RM L55107 
REFERENCES 
1 . Smith, Norman F., Bielat, Ralph P . , and Guy, Lawrence D. : Drag of 
External Stores and Nacelles at Transonic and Supersonic Speeds. 
NACA RM L53I23b , 1953. 
2. Jacobsen, Carl R.: Effects of Size of External Stores on the Aero-
dynamic Characteristics of an Un swept and a 450 Sweptback Wing of 
Aspect Ratio 4.0 and a 600 Delta Wing at Mach Numbers of 1 . 41, 1 . 62, 
and 1 .96 . NACA RM L52K20a, 1953 . 
3 . Smith, Norman F. , and Carlson, Harry W.: The Origin and. Distribution 
of Supersonic Store Interference From Measurement of Individual 
Forces on Several Wing-Fuselage- Store Configurations. 1. - Swept 
Wing Heavy-Bomber Configuration with Large Store (Nacelles). Lift 
and Dr ag ; Mach Number, 1 . 61 . NACA RM L55Al3a, 1955. 
4. O'Bryan, Thomas C.: Flight Measurement of Aerodynamic Loads and 
Moments on an External Store Mounted Under the Wing of a Swept -Wing 
Fighter -Type Airplane . NACA RM L53G22, 1953. 
5 . Silvers , H. Norman, and King , Thomas J., Jr.: Investigation at High 
Subsonic Speeds of Bodies Mounted From the Wing of an Unswept -Wing--
Fuselage Model, Including Measurements of Body Loads . NACA RM 
L52J08, 1952 . 
6 . Smith, Norman F . , and Carlson, Harry W.: The Origin and Distribution 
of Supersonic Store Interference From Measurement of Individual 
Forces on Several Wing-Fuselage -Store Configurations . 11 . - Swept -
Wing Heavy-Bomber Configuration With Large Store (Nacelle) . Lateral 
Forces and Pitching Moments; Mach Number 1 . 61. NACA RM L55E26a, 
1955. 
7. Guy, Lawrence D., and Hadaway, William M.: Aerodynamic Loads on an 
External Store Adjacent to a 450 Sweptback Wing at Mach Number s 
From 0 . 70 to 1 .96, Including an Evaluation of Techniques Used. 
NACA RM L55Hl2, 1955. 
8. Jacobsen, Carl R.: Effects of the Spanwise, Chordwise, and Vertical 
Locat i on of an External store on the Aerodynamic Characteristics of 
a 450 Sweptback Tapered Wing of Aspect Ratio 4 at Mach Numbers of 
1.41, 1 . 62, and 1 .96 . NACA RM L52J27, 1953. 
9. Jacobsen, Carl R.: Effects of Systematically Varying the Spanwise 
and Vertical Location of an External Store on the Aerodynamic Char-
acteristics of an Un swept Tapered Wing of Aspect Ratio 4 at Mach 
Numbers of 1.41, 1.62, and 1. 96 . NACA RM L52F13, 1952 . 
NACA RM L55L07 15 
10. Jacobsen, Carl R.: Effects of the Spanwise, Chordwise, and Vertical 
Location of an External store on the Aerodynamic Characteristics 
of a 600 Delta Wing at Mach Numbers of 1.41, 1. 62, and 1.96. NACA 
RM L52H29, 1952. 
11. Guy, Lawrence D.: Loads on External Stores at Transonic and Super-
sonic Speeds. NACA RM L55El3b, 1955 . 
12. Burgess, Warren C., Jr., and Seashore, Ferris L.: Criterions for 
Condensation-Free Flow in Supersonic Tunnels. NACA TN 2518, 1951. 
13. May, Ellery B., Jr.: 
Chord-Extensions on 
Two Sweptback Wings 
RM L50L06a, 1950. 
Investigation of the Effects of Leading-Edge 
the Aerodynamic and Control Characteristics of 
at Mach Numbers of 1.41, 1 .62, and 1.96. NACA 
14. Guy, Lawrence D.: Effects of Overhang Balance on the Hinge-Moment 
and Effectiveness Characteristics of an Unswept Trailing-Edge Con-
trol on a 600 Delta Wing at Transonic and Supersonic Speeds. NACA 
RM L54G12a, 1954 . 
15. Conner, D. William: Aerodynamic Characteristics of Two All-Movable 
Wings Tested in the Presence of a Fuselage at a Mach Number of 1.9, 
NACA RM LBH04, 1948. 
16. Mitchell, Meade H., Jr.: Effects of Varying the Size and Location of 
Trailing-Edge Flap-Type Controls on the Aerodynamic Characteristics 
of an Un swept Wing at a Mach Number of 1.9. NACA RM L5 OF 08 J 1950. 
Fu.ola~ Coordinate. 
Station Radius 
a 
0.500 
1.000 
1.500 
2.000 
2;500 
3.000 
3.500 
4.000 
4.500 
5;000 
10.000 
12.000 
a 
o:m 
. 240 
.,05 
.361 
·410 
·453 
.480 
.497 
·500 
·500 
. 500 (F") 
c 4 11ne -
A 
Pitching-moment axis 
Mean aerodynamic chord 2.166 inches 
Semispan wing area 9 .0 sq . in. 
r-= Station -1 • ~ Radius 
o 
I- c --I ~ 
f 
Section A-A 
NACA 65A004 airfoil section (typical) 
Nlo' 
Ii-
+=" +=" 
~ ~ 
'->' '" 
5..210 (F) ·1 - --J 7.?10(~) 
I.. 2.652 
"" .. 
.. P' 
'd Ii 
lO.OOO(F) 
f-I ..... ---------------12.000 (F") 
Rolling-moment axi. 
Tunnel floor 
Figure 1.- Details of unswept semispan wing of aspect ratio 4. 
sions are in inches. 
All dimen-
I-' 
0\ 
~ (j 
~ 
~ 
Ll 
V1 
V1 
S 
-..J 
I _ 
-, 
Douglas 
Store 
Station 
0 
0.0~6 
.1 8 
.299 
.411 
'219 
• ,0 
.7 2 
.966 
1.189 1.40 
1.98~ 2.20 
2.~26 
2. 45 
2.87~ 
~.200 
~·990 
Ordinates 
Radius 
0 
0.0~6 
.0 0 
.116 
.1.40 
.160 
.1~6 
.1 8 
.211 
.227 
.25~ 
.2~~ 
.229 
.219 
.2~ 
.1 
.14 
0 
T 
2y/b 
1 
0.25 
I 
1_ 
I 
~.200 r (0'18°1 
o 
" ...................... ·r, 
12.25 
o 
"4 
o 
---1 
-I 
Center or -----..1 
rotation . l 
I 
200 wedge 
Wing bslance center line (cf4) 
~el floor 
Figure 2.- Details of the sting-mounted DAC store. All dimensions are in 
inches. 
~ 
~ ~ 
~ 
t"1 
VI 
S 
-..;J 
I-' 
-..;J 
18 NACA RM L55L07 
L-85824 
Figure ~ .- Photograph of a typical test setup (store position = 2y/b = 0 . 80; 
z/dp = 1 . 0; z/ds ~ 1 . 5; x/c = 0). 
, 
NACA RM L55L07 19 
lD~= 
[) 
2y/b = O.SO 
~==============~.~~ 
[) 
2y/b C O.SO 
t==============ic:s~1 _ Z/~ = 0.5 ~-§---~-
[) 
2y/b = 0 .80 
~~~ 
0- z/d = 1,0 -~----~-
~ Store alone ~---~ 
[) 
2y/b = 0.466 
~==;()~J -===Z/d== 0=.5 = ~_6_~_ 
[) 
2y/b = 0.466 
~~ ==== 
o -z/d = 1.0 -~----~-
~~i========= [) 
2y/b = 0 .466 
-
0 - z/d = 1·5 <===----~-
Figure 4.- Configurations tested for Mach numbers between 0.75 and 1.96. 
~ = o. 
c 
20 NACA RM L55L07 
t .f 
I I I I I I I I I I I I l o 
.. 6 .7 .8 .9 1.0 1.1 1.2 
M 
(a ) Maxi mum deviation from average test-section Mach number (tunnel clear). 
-R / 
o 
.6 .7 .8 .9 1.0 1.1 1.2 
M 
(b ) Variation of test Reynolds number, based on c, with Mach number. 
Fi gure 5.- Variation of Reynolds number and deviation of test region Mach 
number with Mach number. 
• 
... 
Vo 
- - l 
_..J 
-- ------, ---- --------, I 
I 
I I 
I Ya I 
I I N' #- I 
( 
I ~~- I 
I I L ____ • 
o 
BMw '----" 
Lateral plane Rear view 
Nw 
J: 
Me 
.,~ ( 
Longitudinal plane 
Figure 6.- Positive direction of forces and moments measured on cantile-
vered wing-fuselage model and on sting-mounted store model. 
~ ):> 
~ 
t"I 
\Jl 
'8 
~ 
f\) 
~ 
22 
.2 
0 0 
o 0 
C. 0 0 
Nt 6. 0 
~ O 
D O 
-.2 
.08 
.04 
0 0 
o 0 
0 0 
Gmt 6. 0 
GBt 
~ O 
DO 
-.04 
.04 
0 0 
o 0 
0 0 
6. 0 
~ O 
D O 
-.04 
}--\. 
r- . 
r-- . 
~ 
p- 'r' 
<I>-< 
- 4 o 
~ .).-< ).-< 
'J---{ ..,---' 
) .....-< 
,---< r 
.r-- r ---< )---< 
~ D 
4 
a:~deg 
8 12 
NACA RM L55L07 
Figure 7.- Aerodynamic characteristics of original fuselage alone . 
• 
t 
NACA RM L55L07 23 
/.0 
.8 A : ...-{ 
4 ~ 
r-
?J: x (~\ (£). b ~ 
.6 
II 0 -
A" 0 .41 0 ·5 ·5 
1$ 
i, 
• 
t o .47 0 ·5 1.0 . 2 
lj-
;} 6 .41 0 ·5 1.5 t o 
$ 
<t -.2 
-.4 
-4 o 4 8 12 
a:,deg 
.4 
.3 
/~ 
A .~ V .08 
.2 ~ [j' .04 
./ 
Caw 
f) 
) 
F 
7 
dJ -.04 
-./ 
~'P 
~ -.08 
-.12 -.2 
-4 o 4 8 12 -4 o 4 8 12 ./6 
a:,deg a:,deg 
(a) M = 0.75. 
Figure 8.- I nfluence of DAC store at various vertical positions on aero-
dynamic characteristics of wing-fuselage. 2y/b = 0.47; original fuselage. 
24 NACA RM L55L07 
/.0 
A :~p 
~ 'V I .8 
V 
1/ :6 
. , 
, 
'I 
Ii 
1/ 
;} o 
I(f 
r/; -.2 
-.4 ~ 
-4 0 4 8 /2 
o 
°mw 
-.04 
-08 
-4 
~ 
0-
a:,deg 
.4 
.3 I. 'y r1 
.(/J 
fj 
A:~ .2 
./ Jf 
~ 
~ v ~ ~ kI 
if ~ "'ij ~ ~~ 
"t '1~ 
'" '",,-
/,~ 
r -./ 
-.2 
o 4 8 /2 -4 0 4 8 /2 /6 
a:,deg a:,deg 
(b) M = 0. 90. 
Figure 8.- Conti nued. 
t 
H 
• 
NAGA RM L55L07 
1.2 
;J 
~/ 1.0 
Ii?· 
A¥ .8 
r7l 
/; .6 
<W 
dJ 
~ 
F 
o l! 
II 
-.2 ~ 
J 
"" 
-.4 
-4 0 4 8 /2 
.08 
.04 
o 
- .04 
Cmw 
-.08 
-./2 
-./6 
I~ 
~ 
'\ 
-4 
a:,deq 
~ 
~ 
I~ t\o 
It; ~ 
1\ "' 
0." \ 
1,\ ~ 
[\ ~ 
?--. \, 
\ '\ 
'\ 
o 4 8 /2 
a:,deq 
.5 
.4 
.3 
.2 
.I 
CB 
w 
0 
0 
0 
S 
I':. 
i! 
~tI 
V 
£x 
b 
·47 
·47 
·47 
~ 
A V 
V 
x U}, (~), C 
- -
0 . 5 
· 5 
0 
· 5 1.0 
0 
·5 I. ') 
I): 
) (7 
1/) 
o I 
hOP 
~ -./ 
-.2 
-4 
(c) M = 1.05. 
o 4 8 /2 /6 
a:,deq 
Figure 8.- Continued. 
25 
26 NACA RM L55L07 
/,2 
/.0 /; 
A ~ 
f/ 
A y 
.8 
.6 
~ 2- G)p (~). b c-
o -
1/ ~ o .47 0 · 5 ·5 
Ar 
II o .47 0 ·5 1.0 
~ 
V 
I o 
/:::, .47 0 
·5 1. 5 
s 
p 
I -.2 
- .4 
- 4 0 4 8 /2 
.08 
o 
-.08 
-./2 
-.16 
-.20 
-4 
a:,deg 
A 
~ . 
\~ 
\ ~ 
\ '\ ~ 
~ .~ 
'\ )\ 
1\ '\ 
"\ "(... 
\ )\ 
\ l\ 
~ 
.5 
.4 
.3 
.2 
Co w 
.I 
o 
-./ 
-.2 
o 4 8 /2 
a:,deg 
(d) M = 1. 20. 
v) 
It' 
AV (/ 
;; 
~r 
c!, f" 
'r 
I,.J 
J iF' 
'" 
-4 0 4 8 ~ /6 
cc,deg 
Figure 8.- Continued . 
NACA RM L55L07 27 
/.0 
L 
/ 
V 
~. 
.8 
.6 
g 
...!.. evp (~)3 b C 
0 -
Bfr' (/ .4 
0 .47 0 ·5 ·5 
iJ , 0 .47 0 ·5 1.0 
,J .~ 
~ £::. .47 0 · 5 1.5 I 
~ 
.~ ~ 
? -.2 
t:::, 
·47 0 ·5 . 2.0 
.. 
-.4 
-4 0 4 8 12 
.08 .4 
~ 
) .3 
/1~ 
.~ .2 
~ 
xlf 
~ 
.~ 
-.12 -.I ff' 
-.2 
8 12 -4 0 4 8 12 16 
(e) M = 1.41. 
Fi gure 8.- Continued. 
28 
.8 
.6 
C. .4 Ww 
.2 
o 
-. 2 
- .4 
r# 
( 
-4 
.08 
.04 
o 
- .04 
Cmw 
-.08 
-.12 
- ./6 
<0 
~ f---J 
-4 
A 
~ 
W 
Id ) 
~v 
~ ~ 
~ 
1# 
o 4 8 12 
~ 
I~ ~ 
~ 
o 
tX,deq 
~ 
~~ 
'~ 
'\ ~ 
~ .~ 
~ ~ 
~ 
.3 
.2 
Cg 
w 
./ 
o 
- ./ 
~ 
.~ 
)~r 
4 
a:,deq 
8 12 -4 o 
(f) M = 1. 62. 
Figure 8. - Continued. 
NACA RM L55L07 
~ ~ (~)p (~)s b C 
0 -
0 .47 0 · 5 · 5 
, 0 .47 0 · 5 1.0 
6. .47 0 ·5 1.5 , 
~ .47 0 
·5 2. 0 
« 
~: 
);Y 
~ 
~ 
Jf~ 
4 8 /2 16 
a:,deq 
NACA RM L55L07 
.8 
.6 
o 
-.2 
.04 
o 
Cmw 
-.04 
-.08 
-.12 
~ 
-4 
~ 
=-< 
-4 
/ 
~ 
~ 
V 
~ 
~ 
ff' 
o 4 8 /2 
a:;,deg 
.3 
'" .~ 
~ i'r., 
~ ~ 
~ l'n .I 
.~ ~ 
~ .~ «> o 
.~ el y>-' 
-./ 
o 4 8 /2 -4 
a:,deg 
(g) M = 1. 96. 
Figure 8.- Concluded. 
29 
~ 
~ 
..d Iff' 
W 'Y 
~; 
~ 
o 4 8 /2 /6 
(r,der; 
l 
30 
/.0 
.8 
.6 
.4 
CNw 
.2 
0 
-.2 
-.4 
-4 
.08 
o 
Cmw 
-.04 
-.08 
-4 
// 
A 
y 
g 
~ 
W 
J fS> 
~ 
~ 
o 
o 
/, 
A .V 
V 
8 
8 
W 
/2 
/2 
.4 
.3 
.2 
C. ./ 
'8w 
o 
-./ 
-.2 
~ 
~ 
-4 
(a) M = 0.75. 
rl (l 
J 
~ 
o 
NACA RM L55L07 
gz x (~)p (cI). b T 
0 -
0 .80 
· 5 
0 . 80 0 
·5 · 5 
/:', .80 0 1.0 1.0 
~ .47 0 .5 .5 
p 
) .~ ~ 
V 
ld 
4 
r 
4 
a:~deg 
8 /2 /6 
Figure 9.- Influence of DAC store at two vertical positions and of short 
pylon on aerodynamic characteristics of wing-fuselage (2y/b = 0.80) 
compared with influence of store at 2y/b = 0.47. Original fuselage . . 
NACA RM L55L07 
10 
.8 
.6 
o 
-.2 J 
~ 
- .4 
- 4 
.08 
.04 
o 
Cmw 
-.04 
-.08 
Do. 
-= 
0-
- 4 
d 
.t1 V 
I' 
~ 
1/ 
f 
ri , 
~ 
V 
j} 
~ 
o 4 
cc,deg 
8 
~ V ~'" ~ ~ ~ ~ ~ 
", ~ 
'" 
tr--i 
)(: 
/2 
.4 
.3 
.2 
~~ 
-./ 
r---.. 
- .2 
o 4 
cc,deg 
8 /2 -4 
(b) M = 0.90. 
~ 
~ 
~ 
Wt 
r 
o 
Figure 9.- Continued. 
31 
o -
o . 80 
o .80 0 · 5 ·5 
6 . 80 a 1.0 1.0 
~ .47 0 ·5 .5 
...... r, 
) .~ ""\ 
~ 
/l~ 
-¥ 
1$ 
4 8 /2 /6 
a:,deg 
32 
1.2 
1.0 A f 
.8 II Ar 
.6 W ~f!> 
.4 
CNw 
.2 
..f 
rj 
~ 
! 
0 I J 
-.2 ~ 
/ 
~ 
-.4 
-4 0 4 8 12 
.08 
.04 
o 
-.04 
Cmw 
-.08 
-.12 
-.16 
-.20 
~ ~ 
~ ~ 
I'B 
a:1deg 
~ 
\~ 
t\ ,,\ 
'\ I\... 
~~ '~ 
'\ ~~ 
\ ~, 
\ 
-4 0 4 8 12 
a:1deg 
NACA RM L55L07 
¥ L ~~ w. c 
0 -
0 .80 
·5 
0 .80 0 
·5 ·5 
~ 6 .80' 0 1.0 1.0 
~ .47 0 .5 
·5 
.5 
;) 
A ~ .4 
rl 
/~~ .3 
A Y 
,·V 
~. 
~v 
V 
J o 
~ 
51' , 
-./ 
-.2 
-4 0 4 8 12 16 
a:1 deg 
(c) M = < l.05. 
Figure 9.- Continued. 
I 
I . 
I 
l 
NACA RM 155L07 
12 
1.0 
.8 
.6 
o 
-.2 
,( 
-.4 
- 4 
.08 
~ 
~ 
o 
-08 
-./2 
-./6 
-,20 
- 4 
-.J 
j .~ 
{f 
t ' 
~f 
~ 
jf 
Jl 
~ 
V ) 
~ 
o 4 8 /2 
a:,deg 
~ 
~ ~ 
'\B ~. ~ 
"Q ~. 
~ ~ 
,)~ 
1:~ 
"\ ~ 1\( 
\j 
o 4 
a:,deg 
8 /2 
.5 
.4 
.3 
.2 
CB w 
.I 
0 
-.I 
-.2 
-4 
Cd) M = 1.20. 
E.l: x (~)p (~) s b = c 
0 -
0 . 80 . 5 
0 . 80 0 
· 5 · 5 
6 .80 0 1 .0 1 . 0 
~ ·47 0 ·5 .5 
t, 
/) 
;j 
]~ 
~ 
~ 
J 
d-b?"" 
r 
J 
,.0 
.p 
~ 
o 4 8 /2 /6 
a:, de~ 
Figure 9.- Continued. 
33 
34 
10 
.8 
.6 
.4 
CNw 
.2 
o 
-.2 
-.4 
I" 
J ~ 
l! 
) 
V 
/ 
.) 
~ 
Lf 
J 
,),£ 
W 
-4 0 4 8 12 
.08 
.04 
o 
-.04 
~ 
-.08 
-.12 
-.16 
I~ 
~~ 
~ 
cc~deg 
~ 
~ 1\ 
~\ 
" 
.~ . 
~ .~ 
""" i\. 
~ 
'[ 
- 4 0 4 8 12 
fX,deg 
NACA RM L55L07 
o -
c o .80 
o .5 .5 
I:::. .80 0 1.0 1 .0 
~ t,. -47 0 .5 .5 
.4 
.l 
I / 
.3 
11( 
jk:/ .2 
P 
~ 
f' 
~ o 
If' 
~ -./ 
-.2 
-4 0 4 8 12 16 
cc,deg 
(e) M = 1.41. 
Figure 9.- Continued. 
NACA RM L55L07 
.8 
A 
:!f" 
V .6 
ff 
dr. .4 
~ f 
ip 
lr 
;/ o 
-.2 
/ 
fI 
-4 
-4 0 4 8 12 
.08 
.04 
o 
tmw 
-.04 
-.08 
-.12 
-.16 
~~~ 
~ ~ 
~ 
a:,deg 
~ 
~ )" 
~' 
'~'\ 
~ ~~ 
,~ 
I~ 
'~ 
~ x (~) (j)8 b Y 
p 
0 -
0 .80 ·5 
o .80 0 
·5 ·5 
~ 6 .80 0 1 .0 1 . 0 
~ e:, 047 0 .5 ·5 
.4 
.3 
.) 
) V 
~ V .2 
~f: 
ld~ 
;0' 
ff o 
-.I ~ 
-.2 
-4 0 4 8 12 -4 0 4 8 12 • 
a:,deg a:,deg 
(r) M = 1.62. 
Figure 9.- Continued. 
35 
.8 
.6 
.4 
CNw 
.2 
o 
-.2 
-.4 
~ 
j! 
"'-~ 
lP" 
-4 o 4 
.08 
.04 ~~ 
o 
Cmw 
-.04 
-.08 
-.12 
-.16 
-4 
~ 
~ IN.. 
~ ~ 
~ 
o 4 
v 
r 
.'1% 
8 /2 
~ 
~ ~ 
~ ~ 
~ 
8 /2 
.4 
.3 
.2 
Co w 
./ 
o 
-.I 
-.2 
&XJ 
~ 
-4 
a:~deq 
(g) M = 1.96. 
NACA RM L55L07 
~ x (~) (~)s b C 
P 
0 
0 . 80 
·5 
o . 80 0 
·5 . 5 
;::' . 80 0 1.0 1.0 
~ 
~~ 
~ ? 
~ f" 
~-
.~ 
o 4 8 /2 /6 
a:.deq 
Figure 9.- Concluded. 
NACA RM L55LD7 37 
.4 
.2 
CNs ~'l V 
0 
-:2 
.3 
.2 
./ 
Cms __ 1---0'---
0 
-.1 
(.' -'" w 
-
.. 
0 - - - -
~ 0 .47 0 ·5 ·5 
.- 0 .47 1.0 0 
·5 
.2 -=-- 6- ·.47 0 ·5 1.5 
[ . 
0 (y 
CYs ~ }:::. -t'-
......, 
r-. 
-.2 r-n ~ 
- .4 
./ 
Cns i 0 ~ 
..n. . 
-./ I 
-4 -2 0 2 4 6 8 10 12 14 
a::,deg 
(a) M= 0.75. 
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